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Automatic Trimming (cutting into length) Machine fo r rope and belt  

ALA1 
 
 
 
 
 
 
 

 

Subject to technical modification without prior notice 

Optional Equipment 

Material thickness detection 

Deposit gripper 

Material end detection 

- Cutting length 80 mm - 1000 m 
- Hot or cold cutting device 
- Cutting length infinitely adjustable 
- Cutting width max. 160 mm, 
  other widths on request 
- Cutting control 
- Air cooling on cutting edge for short cool-off 
  time 
- PLC Siemens S7 operation panel 
- Storage for 99 cutting programmes 
- Cycle counter with machine stop when pre-set 
  quantity will be reached 
- Operation-hour counter 
- Ergonomic working height 
- Protective housing on 3 machine sides 
- Security light curtain  
 
 

Optional Equipment: 
- Creel for material supply, with frequency 
  controlled spool drive. Winding speed can be 
  adjusted during the winding process.  
  Tension free material supply 
- Spool lifting device 
- Quality control of rope 
- Material end detection with machine stop 
- Slub detection with machine stop 
- Label detection by light barrier with machine 
  stop 
- Deposit options 
  - on deposit plate 
  - with gripper onto the edge of a deposit 
    container 
  - Bundling on moving forward device, with pre- 
    set production quantity 

Creel

Technical Data: 
Cutting length:  infinitely adjustable 
Cutting thickness:  belt: max. 10 mm 
   rope:  max. 25 mm 
Power consumption: approx. 1,0 kW 
Air pressure:  6,0 bar 
Machine weight:  ca. 600 kg, depending on  
   equipment 
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